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Key Features

Tamper-Proof Front-Facing
1080p Full HD Commercial
Camera

 

 

        
 

CAMERAS   I   CAM-FF03-P-AHD

 Full HD Resolution (1920 x 1080p)
 High Quality Sony CMOS Sensor
 Minimum Illumination 0.05 Lux / F1.2
 Internal Windscreen/Glass Mount
 Automatic Shutter
 GX-16 Connector
 Tamper-Proof Casing
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Wiring Diagram & Pin Out

PLEASE NOTE: 
The monitor used with the CAM-FF03-P-AHD
must be AHD compatible.
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The EchoMaster CAM-FF03-P-AHD is a robust, 
tamper-proof internal front facing 1080p AHD camera. 
The high-quality CMOS sensor provides exceptional 
image clarity in low light conditions. It also has a 
built-in microphone designed to capture crystal 
clear audio even despite its compact size. 
A Universal camera solution that can be used across 
a number of commercial applications including, but 
not limited to: Buses, Coaches, Taxis, Fleet 
Vehicles & HGV’s.

What’s in the box
 Camera
 Screen Wipe 
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Sensor 1/2.8” 2.0m CMOS

LEDs N/A

Illumination 0.05 LUX

Viewing Angle 81º  Vertical x 43º Horizontal

Mirror Image NO

Normal Image YES

Water/Debris-Proof N/A

Audio N/A

Power Supply 12V DC

Current Consumption <150mA

Working Temperature -40ºC - +70ºC

Dimensions (mm) W (72) x H (45) x D (100.5)

Resolution (H x V) 1280 x 720


