
Key Features

GPS / GLONASS TAMPER-PROOF 12V / 24V G-SENSORHDD STORAGE
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5-Channel Mobile DVR
with HDD Storage and GPS

The DVR-150-FHD-G is a high-performance 
mobile Digital Video Recorder, boasting 
4 AHD camera input channels as well as 
1 IPC channel. The perfect in-vehicle 
solution for quality recording and 
monitoring. 

The DVR-150-FHD-G comes 
complete with built-in GPS features as 
well as 1TB HDD video storage and a 
trigger output to allow easy integration 
with telematics devices.

MOBILE DVR RANGE   I   DVR-150-FHD-G

 Full HD 1080P/720P/D1 resolution
 4 AHD Channels + 1 IPC channel
 Up to 1TB HDD
 Lockable Storage case (to protect data)
 Integrated GPS & Wi� connectivity
 Built-in 3-Axis G-Shock sensor
 12V-24V compatible (8V-36V input)
 Additional Trigger in and outputs allow 
      for integration with telematics devices
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System
OS Linux 3.18.20

Control Mode Easy Check, CP4, Mouse

Video

Input 4 Channels AHD (1080P) + 1 Channels IPC (1080P)

Output 1 Channel

Total Resource

PAL: 4 x 720P @ 25fps (AHD) + 1 x 1080P @ 30fps (IPC)
or 4 x 1080P @ 10fps (AHD) + 1 x 1080P @ 30fps(IPC)

NTSC : 4 x 720P @ 30fps (AHD) + 1 x 1080P @ 30fps (IPC)
Or 4 x 1080P @ 15fps (AHD) + 1 x 1080P @ 30fps (IPC)

Video Signal Standard Electrical Level: 1Vpp Impedance: 75Ω NTSC/PAL Optional

Audio

Input 5 Channels

Output 1 Channel

Audio Signal Standard

Display

Display Split 1 or 4

OSD GPS Information, Alarm, Vehicle No, Speed, Date/Time

Operation Interface Semi-Transparent GUI

Recording

Video/Audio Compression
Video: H.264/H.265

Audio: ADPCM, G.711A, G.711U

Image Resolution

PAL: 1080P(1920X1080), 720P(1280X720), WD1(928X576), WHD1(928X288), 
WCIF (464X288), D1(704X576), HD1(704x288), CIF(352x288)

WCIF (464X240), D1(704x480), HD1 (704x240), CIF (352x240);

Digital:

Image Quality 8 Levels Adjustable

Recording Mode

Pre-recording 0-60 minutes

Post-recording 0-30 minutes

Mirror Recording Yes

Playback
Playback Channel 4 Channels by Local Playback

Search Mode Date/time, Channel, Event

Network IPC Ethernet 6-pin M12 (100M x 1, PON Power Supply)

Location GPS Location Tracking, Speed Detection and Time Sync

Sensor G-Sensor Built-in Three-axis Inertia Sensor

Storage Hard Disk 2.5" SATA Hard Disk x 1

Interface

USB USB 2.0 x 1

Serial Port RS232 X 1

Sensor 8 Inputs, 2 Outputs

Speed 1-Channel Pulse Speed Detection

Control Panel Touch Panel CP4 (optional)

Intercommunication 1 MIC Interface

Power

Input DC8-36V, Ignition Signal

Output 5V @ 1A

Max Power Consumption 32W

Standby Power Consumption ≈0W

Physical Characteristic
Dimension (L × W × H) 206.0 x 170.0 x 70.5

Weight 1.24 KG

Environment
Operating Temperature -40ºC ~+70ºC (with Heating and No HDD)

Operating Relative Humidity 8%~90% (No Condensation)

EchoMasterEurope.co.uk Follow @EchoMasterEurope

Call +44(0)1420 487110

Start-up/Schedule/Alarm

echomaster@aampglobal-eu.com


