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8-Channel Mobile DVR

M-DVR RANGE   I   DVR-580-4GG

The DVR-580-4GG is a high performance mobile 
Digital Video Recorder, boasting 8 AHD camera 
input channels as well as 4 IP camera channels. 
The perfect in-vehicle solution for quality 
recording and monitoring. The DVR-580-4GG 
comes complete with built-in 4G connectivity 
and GPS features as well as up to 2TB HDD 
video storage and 256GB SD card slot.
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Key Features
 Full HD 1080P/720P/D1 resolution
 8 AHD Channels + 4 IPC channels*
 Supports up to TB HDD 
        & 256GB SD card storage
 Lockable Storage case (to protect data)
 Integrated GPS & 4G Connectivity
 Remote Wake-Up Functionality
 Built-in G-Shock Sensor
 12V-24V compatible (2V-26V input)
 Additional Trigger in and outputs allow for 
        integration with telematics devices such 
        as the optional harness (DVR-580-TH-CAB)
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with HDD Storage, GPS 
and 4G Connectivity

*IPC-PON-4 Switch required

echomaster@aampglobal.com

MOBILE DVR RANGE   I   DVR-580-4GG



 

AV Out
VGA Out
(optional)

IPC Camera in:
Up to 1080 resolution

MON-7010TS Kit
(optional)

DVR-UPS
(optional)

GSM/LTE AntennaGPS Antenna

DVR-FPBOX
(optional)

DVR-580-TH
(optional)

IPC-PON-4
(optional)

Camera in: 
Up to 1080 AHD

resolution
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Reverse camera input

Reverse trigger input
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Integration
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Speci�cations
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System
OS Linux 3.0.8

Control Mode CP4, Easy Check, Network (3G/4G), Mouse

Video

Input 8 channels AHD (1080P)+4 channel IPC (1080P)

Output 2 channels

Total 
Resource

PAL
8 x 720P @ 25fps (AHD) + 4 x 1080P @ 30fps (IPC)

or 8 x 1080P @ 10fps (AHD) + 4 x 1080P @ 30fps (IPC)

NTSC
8 x 720P @ 25fps (AHD) + 4 x 1080P @ 30fps (IPC)

or 8 x 1080P @ 10fps (AHD) + 4 x 1080P @ 30fps (IPC)

Video Signal Standard Electrical level: 1VPP Impedance: 75Ω NTSC/PAL Optional

Audio

Input 12 Channels

Output 2 Channels

Audio Signal Electrical Level: 2Vpp  Input Impedance: 4.7kΩ

Display

Display Split 1/4/9 Image Display

OSD
GPS Information, Alarm, Temperature, Acceleration, Voltage, Device 

Information, Software Version, MCU Version, Network Status

Operation Interface Semi-Transparent GUI

Recording

Video/Audio 
Compression

Video Video: H.264

Audio Audio: ADPCM, G.711A, G.711U

Image 
Resolution

PAL
1080P(1920X1080), 720P(1280X720), WD1(928X576), WHD1(928X288), 

WCIF(464X288), D1(704X576), HD1(704x288), CIF(352x288)

NTSC
1080P(1920X1080), 720P(1280X720),

WD1 (928x480, WHD1 (928 x 240, WCIF (464x240), D1 (704x480)
HD1 (704x240), CIF (352x240)

Digital 1080P(1920X1080), 720P(1280X720)

Image Quality 8 Levels Adjustable

Recording Mode Start-up/Schedule/Alarm

Pre-recording 0-60 minutes

Post-recording 0-30 minutes

Mirror Recording Yes

Playback
Playback Channel 4 Channels by Local Playback

Search Mode Date/Time, Channel, Event

Network

3G/4G EVDO/WCDMA/TDD-LTE/FDD-LTE

Ethernet RJ45 x 1 (10/100 M/1000M)

IPC Enternet 6-pin M12 (4x10/100M, PON Power Supply)

Locating GPS Location Tracking, Speed Detection and Time Sync

Sensor G-Sensor Built-in 6-Axis Inertial Sensor

Storage
HDD / SSD Supports 2.5” Hard Disk up to 2TB

SD Support SDXC 32GB/64GB/128GB/256GB, Plug and Play

Interface

USB USB 2.0 x 2

SD SD Slot x 1

SIM SIM Slot x 2

Serial RS232 X 2

Speed 1 Channel Pulse Speed Detection

Control Panel Touch Panel CP4 Optional

Intercommunication 1 MIC Interface

Power

Input DC8-36V, ACC

Output 5V @ 500mA, 12V @ 500mA

Max Power 105.3W

Standby Power ≈0W

Physical Characteristics
Dimensions (L x W x H) 295 x 222 x 89mm

Weight 2.6KG

Environment
Operating Temp -40ºC- +70ºC (with Heater) or -10ºC- +70ºC

Operating Humidity 8%~90%


